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Fixed Lens Dome Camera

IR LED: 14µ x 18PCS
IR RANGE: 20M
Lens : 3.6mm
(2.8mm or 6mm optional)
Housing Material: Plastic

GDPL20
IR LED: 42µ x 2PCS
IR Range: 20M
Lens: 2.8mm/F2.0
Housing Material: Plastic

GDTH20
IR LED: 20µ X 2PCS
IR Range: 30M
Lens: 3.6mm/F2.0
Housing Material: Plastic

GDTB30
IR LED: 16µ X 8PCS
IR Range: 20M
Lens: 3.6mm/F2.0
Housing Material: Plastic

GDTD20

IR LED: 14µ X 18PCS
IR Range: 20M
Lens: 3.6mm/F2.0
Housing Material:
Vandalptoof, Metal

GDSH20
IR LED: 14µ X 18PCS
IR Range: 20M
Lens: 3.6mm/F2.0
(2.8mm optional)
Housing Material:
VANdalproof, Meta

GDSL20
IR LED: 12µ X 12PCS
IR Range: 20M
Lens: 3.6mm/F2.0
Housing Material:
Vandalproof, Metal

GDTC20
IR LED: 12µ X 12PCS
IR Range: 20M
Lens: 3.6mm/F2.0
Housing Material:
Vandalproof, Metal

GDTF20
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Varifocal Lens Dome Camera

IR LED: 16µ X 8PCS
IR Range: 20M
Lens: 2.812-mm
Manual Zoom
Housing Material: Plastic

GDVRN20
IR LED: 14µ X 24PCS
IR Range: 30M
Lens: 2.812-mm
Manual Zoom
Housing Material:
Vandalproof, Metal

GDVSHR30
IR LED: 14µ X 24PCS
IR Range: 30M
Lens: 2.8-12mm
Manual Zoom
Motor Zoom &
Auto Focus (Optional)
Housing Material:
Vandalproof, Metal
Starvis Back-illuminated
(Optional)

GDVSHT30
IR LED: 14µ X 18PCS
IR Range: 20M
Lens: 2.8-12mm Manual Zoom
Housing Material:
Vandalproof, Metal
Water resistance:IP66

GDVDH20

Fixed Lens Weatherproof Bullet Camera

IR LED: 14µ X 18PCS
IR Range: 20M
Lens: 3.6mm
(2.8mm or 6mm optional)
Housing Material: Plastic
Water resistance: IP66

GBCP20
IR LED: 14µ X 20PCS
IR Range: 25M
Lens: 3.6mm/F2.0
Housing Material: Metal 
Water resistance: IP66

GBCP25
IR LED: 14µ X 18PCS
IR Range: 20M
Lens: 3.6mm/F2.0
(2.8mm optional)
Housing Material: Metal
Water resistance: IP66

GBCD20
IR LED: 42µ X 2PCS
IR Range:30m
Lens:2.8mm/F2.0
Housing Material: plastic
Water resistance: IP66

GBCW30
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IR LED: 42µ x 2PCS
IR Range: 25M
LenS: 3.6mm/F2.0
(2.8mm Optional)
Housing Material: Plastic
Water Resistance: IP66

GBCA25 GBRD30

Fixed Lens Weatherproof Bullet Camera

IR LED: 14µ X 48PCS
IR Range: 60M
Lens: 2.8-12mm Manual Zoom
Motor Zoom & Auto Focus
(Optional)
Housing Material: Metal
Water resistance: IP66
Starvis Back-illuminated
(Optional)

GBVA60 GPVBKHTC2005XES

GBBB90

Varifocal Lens
Weatherproof Bullet Camera

Varifocal Lens
Weatherproof Bullet Camera

7” High Speed PTZ Dome Camera
3 IN 1: AHD / HD-TVI / CVBS
1/2.9" SONY 2.1MP CMOS Sensor
IR LED: �42 X 8PCS
IR Range: 120M
Lens: 18x Optical Zoom (f=4.7mm-84.6mm)
Rotation Range: 360°
Rotation Speed: 60°/sec
Communication Protocol: Pelco-D, Pelco-P
Communication interface: RS485 
Baud Rate: 1200/2400/4800/9600bps
Housing Material: Metal
Water resistance: IP66
Lightning Protection:
Transient Voltage 6000V

GPT7FH18X200NS
5” Medium Speed PTZ Dome Camera
3 IN 1: AHD / HD-TVI / CVBS
1/2.9" SONY 2.1MP CMOS Sensor
IR LED: �42 X 6PCS
IR Range: 60M
Lens: 18x Optical Zoom (f=4.7mm-84.6mm)
Rotation Range: 360°
Rotation Speed: 30°/sec.
Communication Protocol: Pelco-D, Pelco-P
Communication interface: RS485 
Baud Rate: 1200/2400/4800/9600bps
Housing Material: Metal
Water resistance: IP66
Lightning Protection:
Transient Voltage 6000V

GPT5AM18X200NS

PTZ & PAN Weatherproof Speed Dome Camera

IR LED: 14µ X 30PCS
IR Range: 40M
Lens: 2.8-12mm Manual Zoom
Housing Material: Metal
Water resistance: IP66

GBVBYT40

Pan/Zoom Bullet Camera 
3IN1: AHD/HD-TVI/CVBS 
1/2.9" SONY  2.1MP CMOS Sensor
IR LED : 35µx4PCS 
IR Range: 30m 
Lens : 2.7-13.5mm Manual Zoom
Motor Zoom & Auto Focus (Optional) 
Rotation Range : 160°
 Rotation Speed : 30°/sec
 Housing Martial :  Metal
Water Resistance : IP66

Weatherproof IP66 
IR LED: 42µ x 2PCS
IR Range: 30M 
Lens: 3.6mm
Housing Martial : Metal
Water Resistance : IP66

Weatherproof IP66 
IR LED: 42µ x 2PCS
IR Range: 60mm/F1.2
( 8mm/F1.2 Optional ) 
Lens: 3.6mm
Housing Martial : Metal
Water Resistance : IP66
Starvis Back-illuminated (Optional)
Starlight  (Optional)





5 in 1 XVR

Signal Type: AHD / CVI / TVI2.0 /
CVPS / IP
Video Input: BNC 4CH In
Video Output: VGA 1CH Out /
HDMI2.0 1CH Out
Audio Input/Outpu: RCA 4CH In /
1CH Out
Compression Method: H.264
Preview Resolution: 1080p/720p/960H
Interface: PTZ, 2xUSB2.0, 1XRJ45
10/100,1 SATA Hard Disk Interface
(Up to 6TB)
Support Remote View by Mobilephone
(iOS, Android, Windows)

GXVR2604N
Signal Type: AHD / CVI / TVI2.0 /
CVPS / IP
Video Input: BNC 8CH In
Video Output: VGA 1CH Out /
HDMI2.0 1CH Out
Audio Input/Outpu: RCA 4CH In /
1CH Out
Compression Method: H.264
Preview Resolution: 1080p/720p/960H
Interface: PTZ, 2xUSB2.0, 1XRJ45
10/100,1 SATA Hard Disk Interface
(Up to 6TB)
Support Remote View by Mobilephone
(iOS, Android, Windows)

GXVR2608N
Signal Type: AHD / CVI / TVI2.0 /
CVPS / IP
Video Input: BNC 16CH In
Video Output: VGA 1CH Out /
HDMI2.0 1CH Out
Audio Input/Outpu: RCA 2CH In /
1CH Out
Compression Method: H.264
Preview Resolution: 1080p/720p/960H
Interface: PTZ, 2xUSB2.0, 1XRJ45
10/100,1 SATA Hard Disk Interface
(Up to 6TB)
Support Remote View by Mobilephone
(iOS, Android, Windows)

GXVR2616N
Signal Type: AHD / CVI / TVI2.0 /
CVPS / IP
Video Input: BNC 16CH In
Video Output: VGA 1CH Out / HDMI2.0
1CH Out Audio Input/Outpu: RCA 4CH In
/1CH Out Compression Method: H.264
Preview Resolution: 1080p/720p/960H
Interface: PTZ, 2xUSB2.0, 1XRJ45
10/100,2 SATA Hard Disk Interface
(Up to 12TB) Support Remote
View by Mobilephone
(iOS,  Android, Windows)

GXVRA2116

Signal Type: AHD / CVI / TVI2.0 /
CVPS / IP
Video Input: BNC 16CH In
Video Output: VGA 1CH Out /
HDMI2.0 1CH Out
Audio Input/Outpu: RCA 4CH In /
1CH Out
Compression Method: H.264
Preview Resolution: 1080p/
720p/960H
Interface: PTZ, 2xUSB2.0, 1XRJ45
10/100,2 SATA Hard Disk Interface
(Up to 12TB) 
Support Remote View by 
Mobilephone
(iOS, Android, Windows)

GXVRT2116
Signal Type: AHD / CVI / TVI2.0 /
CVPS / IP
Video Input: BNC 32CH In
Video Output: VGA 1CH Out /
HDMI2.0 1CH Out
Audio Input/Outpu: RCA 12CH In /\
1CH Out
Compression Method: H.264
Preview Resolution: 1080p/720p
Interface: PTZ, 2xUSB2.0, 1xRJ45
10/100/1000,8 SATA Hard Disk
Interface(Up to 48TB) + 1 E-SATA
Interface(Up to 6TB)
Support Remote View by Mobilephone
(iOS, Android, Windows)

GXVRL3132
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GXVRD2104
Signal Type : AHD / CVI / TVI / IP /
ANALOG 
Video Input : 4CH (1920 × 1080P /
1280 × 1024 / 1280 × 720 /1024 × 768 )
Video Output : 1 HDMI,1 VGA, 1CVBS
Audio Input/Output : 4Channel, RCA in /
4Channel, RCA out
Compression Method : H.264
Interfaces   : PTZ , 2 USB 2.0 ,
1 RJ45 10M/100M, 1 Sata Interfaces
Hard Disk ,+ 2.5"/3.5" SATA, (Up To 6TB)
Support Remote View by Smart Phone
(iOS, Android, Windows)

GXVRD3108 
Signal Type : AHD / CVI / TVI / IP /
ANALOG 
Video Input : 8CH (1920 × 1080P /
1280 × 1024 / 1280 × 720 /1024 × 768 )
Video Output : 1 HDMI,1 VGA, 1CVBS
Audio Input/Output : 4Channel, RCA in /
1Channel, RCA out
Compression Method : H.264
Interfaces   : PTZ , 2 USB 2.0 ,
1 RJ45 1 RJ45 10M/100/1000M,
1 Sata Interfaces  Hard Disk ,
+ 2.5"/3.5" SATA, (Up To 6TB)
Support Remote View by Smart Phone
(iOS, Android, Windows)





GBBB90IP

Fixed Lens Weatherproof Bullet IP Cameras 

GBCV25IP
Weatherproof IP66 
IR LED: 42µ x 6PCS  
IR Range: 60M 
Lens: 8mm (5mm or 6mm Optional)
PoE: Optional
Housing Martial: Metal
(4K Optional)

Weatherproof IP66 
IR LED: 14µ x 20PCS 
IR Range: 25M 
Lens: 3.6mm/F2.0 (2.8mm Optional)
PoE: Optional
Housing Martial: Metal

GBR25IP
Weatherproof IP66 
IR LED: 42µ x 2PCS
IR Range: 30M 
Lens: 3.6mm/F2.0 (2.8mm Optional)
PoE: Optional
Housing Martial: Metal

GBBY40IP
Weatherproof IP66 
IR LED: 14µ x 30PCS 
IR Range: 40M 
Lens: 3.6mm
PoE: Optional
Housing Martial: Metal

GBBQ60IP

Varifocal Lens Weatherproof
Bullet IP Cameras 

Weatherproof IP66 
IR LED: 42µ x 4PCS 
IR Range: 40M 
Lens: 2.7-13.5mm Manual Zoon
(Motor Zoom & Auto Focus Optional)
PoE: Optional
Housing Martial: Metal

Weatherproof Speed Dome
IP Camera (PTZ Camera) 

GPT5AM22XHP200SIP
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GDSH20IP
Vandalproof IP66 
IR LED: 14µ x 18PCS
IR Range: 20M 
Lens: 3.6mm/F2.0 (2.8mm Optional)
PoE: Optional
Housing Martial: Metal

GFDE20IP
Fisheye Camera 
IR LED: 42µ x 3PCS  
IR Range: 20M 
Lens: 1.05mm 
SD Card Slot (Max.64GB)
Wifi: IEEE802.11b/g/n
WiFi Range: Max.300m
Audio: 2-Way Audio
Alarm 1Channel Input/Ouput
PoE: Internal
SD Card Slot: Support 64Gb
Micro SD Card

VR Fisheye IP CameraFixed Lens Dome
IP Camera 

5" Medium Speed Dome Camera 
1/2.9" SONY 2.1MP CMOS Sensor
IR LED:¢42x6PCS  
IR Range: 60m 
Lens: 22X Optical Zoom
(f=3.9mm-85.5mm)
Rotation Range :  360°
Rotation Speed : 30°/sec
Network protocol : TCP/IP , TTP ,  NTP
, IGMP , DHCP , UDP , SMTP , RTP , RTSP
, ARP , DDNS , DNS , PPPoE , P2P
Network interface : Built-in RJ45 network
interface support 10M/100M IP DATA
Housing Martial: Metal
Water Resistance : IP66
Lightning Protection :
Transient voltage 6000V 
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GNVRD8908POE
IP Camera Input: 16CH (4096×2160,
2592x1944,  2048x1536. 1920×1080,
1280×960, 1280×720)
PoE: 8xIndependent 100Mbps PoE
Network Interfaces
(48V ≤15.4W per Interface)
Incoming Bandwidth: 80MB
Recording Resolution: 4K/5M/4M/3M/
1080P/960P/720P (All Real Time)
Video Output: VGA 1CH / HDMI2.0 1CH
Audio Input/Output: RCA 1CH In / RCA
1CH Out Compression Method: H.265/H.264
Interface: 2xUSB2.0, 9xRJ45 10/100,
1 SATA Hard Disk Interface (Up to 6TB)
Support Remote View by Smart Phone
(iOS, Android, Windows)

GNVRD9804
IP Camera Input: 4CH (4096×2160,
2592x1944,  2048x1536. 1920×1080,
1280×960, 1280×720)
Incoming Bandwidth: 80MB
Recording Resolution: 4K/5M/4M/3M
1080P/ 960P/720P (All Real Time)
Video Output: VGA 1CH / HDMI2.0 1CH
Audio Input/Output: RCA 1CH In /
RCA 1CH Out
Compression Method: H.265/H.264
Interface: 2xUSB2.0, 1xRJ45 10/100,
1 SATA Hard Disk Interface (Up to 6TB)
Support Remote View by Smart Phone
(iOS, Android, Windows)

GNVRD9809
IP Camera Input: 9CH (4096×2160, 
2592x1944,  2048x1536. 1920×1080,
1280×960, 1280×720)
Incoming Bandwidth: 80MB
Recording Resolution: 4K/5M/4M/3M/
1080P/960P/720P (All Real Time)
Video Output: VGA 1CH / HDMI2.0 1CH
Audio Input/Output: RCA 1CH In /
RCA 1CH Out
Compression Method: H.265/H.264
Interface: 2xUSB2.0, 1xRJ45 10/100,
1 SATA Hard Disk Interface (Up to 6TB)
Support Remote View by Smart Phone
(iOS, Android, Windows)

NVR

GNVRD9816
IP Camera Input: 16CH (4096×2160,
2592x1944,  2048x1536. 1920×1080,
1280×960, 1280×720)
Incoming Bandwidth: 80MB
Recording Resolution: 4K/5M/4M/3M/
1080P/960P/720P (All Real Time)
Video Output: VGA 1CH / HDMI2.0 1CH
Audio Input/Output: RCA 1CH In /
RCA 1CH Out
Compression Method: H.265/H.264
Interface: 2xUSB2.0, 1xRJ45 10/100,
1 SATA Hard Disk Interface (Up to 6TB)
Support Remote View by Smart Phone
(iOS, Android, Windows)

GNVRL9364PN
IP Camera Input: 64CH (4096×2160,
2592x1944,  2048x1536. 1920×1080,
1280×960, 1280×720)
Incoming Bandwidth: 300MB
Outgoing Bandwidth: 256MB
Recording Resolution: 4K/5M/4M/3M/
1080P/960P/720P (All Real Time)
Video Output: VGA 1CH / HDMI2.0 1CH
Audio Input/Output: RCA 16CH In /
RCA 4CH Out
Compression Method: H.265/H.264
Interface: 2xUSB2.0, 1xUSB3.0, 2xRJ45
10/100/1000, 8 SATA Hard Disk Interface
(Up to 48TB), 1xESATA Interface
(Up to 6TB) Support Remote View
by Smart Phone (iOS, Android, Windows)

GNVRD2004
IP Camera Input: 4CH (1920×1080,
1280×960, 1280×720)
Incoming Bandwidth: 24MB
Recording Resolution: 1080P/960P/
720P (All Real Time)
Video Output: VGA 1CH / HDMI2.0 1CH
Audio Input/Output: RCA 1CH In /
RCA 1CH Out
Compression Method: H.264
Interface: 2xUSB2.0, 1xRJ45 10/100,
1 SATA Hard Disk Interface (Up to 6TB)
Support Remote View by Smart Phone
(iOS, Android, Windows) 

GNVRD2009
IP Camera Input: 9CH (1920×1080,
1280×960, 1280×720)
Incoming Bandwidth: 60MB
Recording Resolution: 1080P/960P/
720P (All Real Time)
Video Output: VGA 1CH / HDMI2.0 1CH
Audio Input/Output: RCA 1CH In /
RCA 1CH Out
Compression Method: H.264
Interface: 2xUSB2.0, 1xRJ45 10/100,
1 SATA Hard Disk Interface (Up to 6TB)
Support Remote View by Smart Phone
(iOS, Android, Windows) 






